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Optional wider
tyres for even 
better load 
distribution

Deployable plat-
form supports 
for security
(optional) 

Optional 
drive-on ramps 
pushed in under 
the platform

convincing arguments:
the tandem three-way tipper HtK
from Humbaur 

•	 chassis: Completely welded and hot-dip galvanised 
longitudinal beam chassis
with cross-bracing; solid steel sections for the tilt 
ball bearings; storage bay for two aluminium 
planks integrated into the chassis

•	 axle unit: Axles by well-known manufacturers; low 
maintenance parabolic suspension with optimum 
load balancing

•	 braking system: Screw-actuated parking brake; 
automatic, load-dependent brake ALB; test connec-
tions for the compressed air sysytem; connecting 
hoses with non-interchangeable coupling heads; 
anti-lock braking system ABS

•	 towing vehicle: Central tube with screwed towing 
ring (40 mm diameter) conforming to DIN 74054-
40 D; adjustable in height

•	 Electrics: 24 volt lights (spray-resistant, vibration 
damped) integrated into the underride guard; 
15-way connecting plug

•	 platform: 500 mm steel wall at front fi xed; at sides 
and rear they can be folded up, removed and 
can swing, with central locking and wall closing 
springs, platform fl oor made of 4 mm thick steel 
plate, solid longitudinal and transverse beams; 
tilt ball bearings at front and rear; 2 non-inter-
changeable tilt bearing journals; 4 pairs of lash-
ing rings recessed in the platform (2 pairs in the 
corners / 2 pairs distributed centrally)

•	 Support: Reinforced 10 to geared support jack with 
load and fast speeds 

•	 Equipment: Wheel chocks with retainers; 
pliable plastic mudguards

•	 Hydraulics: Plug-in coupling SVK BG3 as single 
circuit connection; motorised hydraulic three-way 
tipping mechanism; fi ve-stage, chrome plated, 
gimbal-mounted tilting cylinder with stroke limiter 
and hose break protection

STANDARD EQuIPMENT
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can swing, with central locking and wall closing 
springs, platform fl oor made of 4 mm thick steel 
plate, solid longitudinal and transverse beams; 
tilt ball bearings at front and rear; 2 non-inter-
changeable tilt bearing journals; 4 pairs of lash-
ing rings recessed in the platform (2 pairs in the 
corners / 2 pairs distributed centrally)

•	 Support: Reinforced 10 to geared support jack with 
load and fast speeds 

•	 Equipment: Wheel chocks with retainers; 
pliable plastic mudguards

tipping mechanism; fi ve-stage, chrome plated, 
gimbal-mounted tilting cylinder with stroke limiter 
and hose break protection

Illustrations may contain special equipment / products are subject to continuous technical modifi cations
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(all specifi cations are approximate)

10000 SERIES

24

TECHNICAl DATA
Tandem three-way tipper HTK 18 to (Part 4)

Model HTK 185024
Overall size in mm 6830 x 2550 x 1670
Internal dimensions in mm 5020 x 2420 x 600
Permissible gross weight in kg 18000 
Load capacity in kg 13800
Loading height in mm 1070
Tyres in inches 435 / 50 R19.5
Tilt angle to side / rear 48 ° / 45 ° 

The completely new design of the HTK 18 to version rounds 
off Humbaur's tipper product portfolio, as it has not been 
conceived as a classic gravel tipper, but like the others as a uni-
versal transporter. The load capacity of 13.8 to, the extensive 
standard equipment and the drive-on ramps with a load-bear-
ing capacity of 16 to (optional) speak for themselves. With the 
19-inch tyres, the loading height and thus the drive-on angle 
remain well below the legal upper limits.
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Hot-dip 
galvanised 
longitudinal 
beam chassis

Multifunction 
lights installed 
in the frame for 
protection

Lashing rings 
recessed in 
the platform

convincing arguments:
the tandem three-way tipper HtK 
from Humbaur 

•	 chassis: Completely welded and hot-dip galvanised 
longitudinal beam chassis with cross-bracing; solid 
steel sections for the tilt ball bearings; storage 
bay for two aluminium planks integrated into the 
chassis

•	 axle unit: Axles by well-known manufacturers; low 
maintenance parabolic suspension with optimum 
load balancing

•	 braking system: Screw-actuated parking brake; 
automatic, load-dependent brake ALB; test connec-
tions for the compressed air sysytem; connecting 
hoses with non-interchangeable coupling heads; 
anti-lock braking system ABS

•	 towing vehicle: Central tube with screwed towing 
ring (40 mm diameter) conforming to DIN 74054-
50 D; adjustable in height

•	 Electrics: 24 volt lights (spray-resistant, vibration 
damped) integrated into the underride guard; 
 15-way connecting plug

•	 platform: 600 mm steel wall at front fi xed; at sides 
and rear they can be folded up, removed and 
can swing, with central locking and wall closing 
springs, platform fl oor made of 4 mm thick steel 
plate, solid longitudinal and transverse beams; 
tilt ball bearings at front and rear; 2 non-inter-
changeable tilt bearing journals; 4 pairs of lash-
ing rings recessed in the platform (2 pairs in the 
corners / 2 pairs distributed centrally)

•	 Support: Reinforced 10 to geared support jack with 
load and fast speeds 

•	 Equipment: Wheel chocks with retainers; pliable 
plastic mudguards

•	 Hydraulics: Plug-in coupling SVK BG3 as single 
circuit connection; motorised hydraulic three-way 
tipping mechanism; four-stage, chrome plated, 
gimbal-mounted tilting cylinder with stroke limiter 
and hose break protection

STANDARD EQuIPMENT
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Screw-actuated parking brake; 
automatic, load-dependent brake ALB; test connec-
tions for the compressed air sysytem; connecting 
hoses with non-interchangeable coupling heads; 

Central tube with screwed towing 
ring (40 mm diameter) conforming to DIN 74054-

corners / 2 pairs distributed centrally)

Illustrations may contain special equipment / products are subject to continuous technical modifi cations
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OvERvIEw
10000 SERIES
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FlatbEd turntablE  trailErSFlatbEd turntablE  trailErSFlatbEd turntablE  trailErS

Load capacity in kg
Loading height in mm
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FlatbEd turntablE  trailErSFlatbEd turntablE  trailErSFlatbEd turntablE  trailErSFlatbEd turntablE  trailErSFlatbEd turntablE  trailErSFlatbEd turntablE  trailErSFlatbEd turntablE  trailErS

Illustrations may contain special equipment / products are subject to continuous technical modifi cationsIllustrations may contain special equipment / products are subject to continuous technical modifi cations
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TECHNICAl DATA
Flatbed turntable trailer HTD 3-axle welded offset

Model HTD 308525-3A * HTD 308525-3A *
Overall size in mm 10950 x 2520 x 3650 10950 x 2520 x 3650
Internal dimensions in mm 6500 x 2520 6520 x 2520
Permissible gross weight in kg 24000 ** / 30000 *** 24000 ** / 30000 ***
Load capacity in kg 17500 / 23500 17500 / 23500
Loading height in mm 880 / 890  with* 880
Tyres in inches 12x / 235 / 75 R17,5 12x / 235 / 75 R17,5
Wheelbase, rear axle 1400 1810
Drive-on angle 10 ° 10 ° 

10000 SERIES

(all specifi cations are approximate)

28

For the transport of excavators, construction machinery and heavy work equipment, 
Humbaur is now offering several flatbed turntable trailers, such as the offset 3-axle 
 model in the customary tried and tested welded quality. The main and outer frames 
are exceptionally stable and robust, thanks to the use of high-strength fine-grain steel 
and IPE cross-girders. The manually-lowered rear-axle unit provides increased drive-on 
comfort. Another useful feature provided as standard is the bevelling towards the rear, 
 permitting a low loading height and a shallow drive-up angle of 10°.

* also with parabolic suspension / ** permissible gross weight for distributable load without special permit / *** permissible gross weight for non-distributable load with special permit in accordance with § 70 STVZO (German Road Traffi c Act)
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Climbing slats 
fi tted as stand-
ard at the rear 
on the outer 
frame section

4 pairs of lash-
ing rings up 
to 10,000 kg 
tensile force 

Ramps fi tted 
with spring-
assisted 
actuators

STANDARD EQuIPMENT
Convincing arguments:
The fl atbed turntable HTD 30 welded offset
from Humbaur 

•	 axle unit: SAF fl atbed axles with closed S-cam 
brake; air suspension unit with manual lowering 
at the rear

•	 braking system: Braking system conforming to EU 
guidelines with EBS 4S / 3M and spring-loaded park-
ing brake; connecting hoses with non-interchange-
able coupling heads

•	 Electrics: 24 volt lights (spray resistant 
and vibration damped), 15-way connecting plug

•	 bogie and towing device: Welded steel sections 
with low-maintenance tapered rotating ring; 
forked drawbar with low-maintenance rubber 
bushings; height adjustment with spring and 
threaded spindle (30 to); bogie platform in centre 
with stud plate covering, recessed toolbox 
with hinged cover

•	 chassis and frame: Main and outer frames made of 
high-strength fi ne grained steel with IPE cross gird-
ers pushed through; outer and main frames offset 
in area of rotating ring; wheel cut-outs above the 

rear wheels; sloping edge at rear for lower loading 
height and a fl at drive-on angle; Climbing slats at 
the rear at both sides on the outer frame section-
broad supports at rear end for ramp shaft; sloping 
corners at front face on upper plateau; 4 pairs of 
lashing rings (10 to) recessed in platform fl oor for 
securing loads; stanchion/lashing pockets in outer 
frame

•	 Floor covering: platform fl oor made of 55 mm 
thick softwood

•	 ramps: Single piece ramps (length 3000 mm, width 
750 mm) with spring-assisted ramp actuators with 
vertically standing springs; ramp covering made of 
60 mm thick softwood; laid lengthwise; 

Ramp supporting rods fi tted with turnbuckle and 
locking device, ramps hot-dip galvanised

•	 paintwork: Steel parts sand-blasted, primed and 
painted in a single RAL colour or optionally com-
pletely hot-dip galvanised (no surcharge); wheels 
in silver

29

securing loads; stanchion/lashing pockets in outer 

Floor covering: platform fl oor made of 55 mm 
thick softwood

 Single piece ramps (length 3000 mm, width 
750 mm) with spring-assisted ramp actuators with 
vertically standing springs; ramp covering made of 
60 mm thick softwood; laid lengthwise; 

Illustrations may contain special equipment / products are subject to continuous                                               technical modifi cations
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TECHNICAl DATA
Flatbed turntable trailer HTD 3-axle bolted straight (Part 1)

Model HTD 308525-3A BG
Overall size in mm 10950 x 2540 x 3650
Internal dimensions in mm 8500 x 2540
Permissible gross weight in kg 24000 ** / 30000 ***
Load capacity in kg 23500
Loading height in mm 920
Tyres in inches 12x / 235 / 75 R17,5
Wheelbase, rear axle 1400
Drive-on angle 10 ° 

10000 SERIES

30  ** permissible gross weight for distributable load without special permit / *** permissible gross weight for non-distributable load with special permit in accordance with § 70 STVZO (German Road Traffi c Act)

(all specifi cations are approximate)            continued on P. 32

The 30 tonners are available for the first time in bolted construction as a 
new product for the building industry; it is possible to choose between 
a straight frame (shown here) and one that is offset in the area of the 
rotating ring (following page). This modern bolting technology permits 
easier, faster and lower cost replacement of individual frame elements. 
The customer can use this technique at any time to adapt the trailer to 
his individual requirements and, for example, retrofit wheel recesses.
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Hydraulic sup-
porting feet on 
left and right
(optional)

STANDARD EQuIPMENT

Approach 
vision plate 
available 
(optional)

4 pairs of 
lashing rings 
recessed in plat-
form fl oor for 
securing loads

Convincing arguments:
The fl atbed turntable trailer HTD 30 BG and BK
from Humbaur 

•	 axle unit: SAF fl atbed axles with closed S-cam 
brake; air suspension unit with manual lowering 
at the rear

•	 braking system: Braking system conforming to EU 
guidelines with EBS 4S / 3M and spring-loaded park-
ing brake; test connections; connecting hoses with 
non-interchangeable coupling heads

•	 Electrics: 24 volt lights (spray resistant 
and vibration damped), 15-way connecting plug

•	 bogie and towing device: Welded steel sections 
with low-maintenance tapered rotating ring; 
forked drawbar with low-maintenance rubber 
bushings; height adjustment with spring and 
threaded spindle (30 to); bogie platform in centre 
with stud plate covering, recessed toolbox with 
hinged cover

•	 chassis and frame: Main and outer frames made of 
high-strength fi ne grained steel in bolted construc-
tion with IPE cross girders pushed through; outer 
and main frames straight or offset in the area of 
the rotating ring; wheel cut-outs above the rear 
wheels; sloping edge at rear for lower loading 
height and a fl at drive-on angle; Climbing slats at 
the rear at both sides on the outer frame section-
broad supports at rear end for ramp shaft; sloping 
corners at front face on upper plateau; 4 pairs of 
lashing rings (10 to) recessed in platform fl oor for 
securing loads; stanchion/lashing pockets welded 
to outer frame

•	 Floor covering: Platform fl oor made of 55 mm 
thick softwood, hardwood also available as option; 
stud plate in area of rear wheels and on the bogie 
platform

 

•	 ramps: Single piece ramps (length 3000 mm, width 
750 mm) with spring-assisted ramp actuators with 
vertically standing springs; ramp covering made 
of 60 mm thick softwood; laid lengthwise; Ramp 
supporting rods fi tted with turnbuckle and locking 
device, ramps hot-dip galvanised

•	 paintwork: Steel parts sand-blasted, 
primed and painted 
in a single RAL colour 
or optionally completely 
hot-dip galvanised 
(no surcharge); 
wheels in silver

Illustrations may contain special equipment / products are subject to continuous technical modifi cations
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TECHNICAl DATA
Flatbed turntable trailer HTD 3-axle bolted offset (Part 2)

Model HTD 308525-3A BK
Overall size in mm 10950 x 2540 x 3650
Internal dimensions in mm 6500 x 2540
Permissible gross weight in kg 24000 ** / 30000 ***
Load capacity in kg 23500
Loading height in mm 880
Tyres in inches 12x / 235 / 75 R17,5
Wheelbase, rear axle 1400
Drive-on angle 10 ° 

10000 SERIES

32

(all specifi cations are approximate)

** permissible gross weight for distributable load without special permit / *** permissible gross weight for non-distributable load with special permit in accordance with § 70 STVZO (German Road Traffi c Act)

The HTD 30 to shown here (in the offset version) illustrates by 
means of the different colouring in the frame components the 
extremely flexible and customer-friendly construction. Should the 
replacement of an element be necessary, whether due to external 
influences or new requirements, this can be undertaken easily and 
at minimal cost.
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Optional wheel 
recess for larger 
construction 
machines

Manual lateral 
movement of the 
ramps, hydraulic 
optional

Height of forked 
drawbar adjust-
able by means 
of 3 holes

lOadinG SituatiOn

33

lOadinG SituatiOnlOadinG SituatiOn

Illustrations may contain special equipment / products are subject to continuous technical                                                      modifi cations
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TECHNICAl DATA
Flatbed turntable trailer HTD 4-axle welded

Model HTD 409525-3A *
Overall size in mm 12000 x 2530 x 3700
Internal dimensions in mm 7330 x 2530
Permissible gross weight in kg 24000 ** / 40000 ***
Load capacity in kg 31700
Loading height in mm 880 / 890 *
Tyres in inches 16x / 235 / 75 R17.5
Wheelbase, rear axle 1400
Drive-on angle 10 ° 

10000 SERIES

(all specifi cations are approximate)

34 * also with parabolic suspension / ** permissible gross weight for distributable load without special permit / *** permissible gross weight for non-distributable load with special permit in accordance with § 70 STVZO (German Road Traffi c Act)

The flatbed turntable range is rounded off by this optimised, 
 welded and offset 4-axle trailer. The standard equipment includes 
high-quality components such as SAF flatbed axles with closed 
S-cam brake, and an EBS brake unit with spring actuated parking 
brake. Additionally there are, among other things, lashing rings 
recessed in the wooden floor and five pairs of lashing pockets 
 integrated in the outer frame for load securing. 
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Set-down area 
galvanised 
for excavator 
buckets, 2x 
also possible
(optional)

Extendable 
working spot-
light available 
(optional)

Air suspension 
with raising 
and lowering 
function as 
standard

Convincing arguments:
The fl atbed turntable trailer HTD 40 
from Humbaur 

•	 axle unit: SAF fl atbed axles with closed S-cam 
brake; air suspension unit with manual lowering 
at the rear

•	 braking system: Braking system conforming to 
EU guidelines with EBS 4S / 3M and spring-loaded 
 parking brake; connecting hoses with non-inter-
changeable coupling heads

•	 Electrics: 24 volt lights (spray resistant and vibra-
tion damped), 15-way connecting plug

•	 bogie and towing device: Welded steel sections 
with low-maintenance tapered rotating ring; 
forked drawbar with low-maintenance rubber 
bushings; height adjustment with compression 
spring (40 to); bogie platform in centre with stud 
plate covering, 2 recessed toolboxes with hinged 
covers

•	 chassis and frame: Main and outer frames made of 
high-strength fi ne grained steel with IPE cross gird-

ers pushed through; outer and main frames offset 
in area of rotating ring; wheel cut-outs above the 
rear wheels; sloping edge at rear for lower loading 
height and a fl at drive-on angle; Climbing slats at 
the rear at both sides on the outer frame section-
broad supports at rear end for ramp shaft; sloping 
corners at front face on upper plateau; 5 pairs of 
lashing rings (10 to) recessed in platform fl oor for 
securing loads; stanchion/lashing pockets in outer 
frame

•	 Floor covering: Platform fl oor made of 55 mm mm 
thick softwood, hardwood also available as option

•	 ramps: Single piece ramps (length 3000 mm, width 
750 mm) with spring-assisted ramp actuators with 
vertically standing springs; ramp covering made 
of 60 mm thick softwood; laid lengthwise; Ramp 
supporting rods fi tted with turnbuckle and locking 
device, ramps hot-dip galvanised

•	 paintwork: Steel parts sand-blasted, primed and 
painted in a single RAL colour or optionally com-
pletely hot-dip galvanised (no surcharge); 
wheels in silver

STANDARD EQuIPMENT
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securing loads; stanchion/lashing pockets in outer 

Platform fl oor made of 55 mm mm 
thick softwood, hardwood also available as option

painted in a single RAL colour or optionally com-
pletely hot-dip galvanised (no surcharge); 
wheels in silver

Illustrations may contain special equipment / products are subject to continuous technical                                                                        modifi cations
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ACCESSORIES
The 10000 SERIES range offers you an extremely large selection of accessories. Equip your heavy duty trailer entirely  

to your wishes and requirements. You can rely on our high standards of quality when you do.  

10000 SERIES

General

•	Removable beacon light 

•	Stop cock for pressure line

•	Catch for side walls in folded-up state

•	Anti-spray system

•	Duomatic coupling

•	Spring brake cylinder, replaces screw actuated parking brake

•	Plastic toolbox on front wall

•	Plastic toolbox under the loading surface

•	Night parking warning sign front and rear

•	Steel plate toolbox under the loading surface

•	Widening package: plug-in beacon light,  

storage compartment for scantling

•	Warning pack for special approval

•	White-red warning strips on the rear corner (adhesive film)

•	Lashing rings recessed in the platform floor

Body

•	Aluminium sidewalls 400 mm high

•	Drive-on ramps, painted

•	Support frame on front wall

•	Drive-on ramps, galvanised with spring assisted actuator

•	Hold-up chains for side walls

•	Third plank additionally with gas pressure ramp actuator

•	Rear corner stanchions, plug-in

•	Omission of side (rear) walls

•	For transporting rotary cultivators and other construction 

machinery with high point loads:  

track-reinforced platform floor

•	Rubber floor covering for running surface

•	Hardwood covering for loading surface

•	Hardwood covering for loading ramp

•	Hardwood covering for widening kit

•	Wooden floor 27 mm phenolic resin coating

•	Hydraulic ramp displacement

•	Hydraulic support foot

•	Hinged side collision protection in aluminium, from the start 

of the platform to the 1st axle and lighting conforming to 

national regulations (e.g. Austria, Switzerland)

•	Climbing spars on the left and right on the ramps

•	Recess for excavator bucket

•	Wooden planks 40 mm instead of open mesh flooring on ramps

•	Frame galvanised (only possible in conjunction with wooden 

floor)

•	Ramps split

•	Hydraulic ramp lifter up to 90 litres  /  min.

•	Hydraulic ramp lifter over 90 litres  /  min.

•	Swivel eye D50 / D40

•	Side walls divided, with centre stanchion

•	Steel upper side walls, 400 mm, removable, tiltable

•	Steel upper side walls, 500 mm, removable, tiltable

•	Stacker bumper guard, side

•	Steel front wall attachment, plug-fitting, 400 mm high

•	Plug-fitting steel front wall

•	Plug-fitting aluminium front wall

•	One-piece loading ramp

•	Extension of free draw tube length to 2100 mm

•	Wear plate for platform: hardness 400 Brinell

•	Forked drawbar 1800 mm long, offset 250 mm towing eye D50

•	Forked drawbar 1800 mm long, towing eye D50 / 8 ° tilted

•	Forked drawbar 1800 mm long, offset 250 mm towing eye D40

•	Forked drawbar 1800 mm, VBG towing eye 57.5 mm

•	Forked drawbar 1800 mm long, offset 250 mm 

•	Towing eye 50 mm conforming to DIN 74053-50 D

•	Draw tube in special length

•	2 aluminium planks, load bearing capacity 8000 kg

•	2 folding supports, rear

36
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Tyres

•	Spare wheel according to standard tyres

•	Spare wheel holder as basket under the loading  

surface 17.5"

•	Spare wheel holder on the front wall 17.5"

Electrics

•	Lighting system 12 V, intermediate cable (DIN ISO 1724)

•	MAN traction vehicle: 1 x 4-way and 1 x 7-way plug

•	Voltage converter from 24 V to 12 V 

•	Socket, 7-way at rear

•	2 x 7-way connecting cables (ISO 1185 and ISO 3731)

Paintwork / lettering

•	Special chassis paintwork according to RAL colours

Load securing

•	Lashing lug conforming to DIN 75410 recessed in outer 

frame section

•	1 pair of HTD stanchion/lashing pockets in outer frame

•	1 lashing pocket centrally on HTD

•	1 pair of stanchions, galvanised, 1200 mm long

•	1 pair of UVV lashing rings, 10000 kg tensile force

•	1 additional pair of lashing points recessed in platform  

floor (3150 kg)

Illustrations may contain special equipment / products are subject to continuous technical modifications
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Plastic toolbox under the loading 
surface (closed)

Rear wall as rear doors, 
opening at each side

Espagnolette for securing 
the opened rear doors

Rubber fl oor covering for 
running surface

10000 SERIES

Plastic toolbox under the 
loading surface (opened)

Catch for side walls in 
 folded-up state

Duomatic coupling

Night parking warning sign 
front and rear

Removable posts and side posts 
in different measurements

Stacker bumper guard, side
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Third plank additionally with gas 
pressure ramp actuator

Support frame

Steel wall attachments, basic 
wall section 500 mm / attachment 
400 mm or 600 mm / 500mm

2-piece hydraulic ramps with 
hydraulic lateral movement

Hardwood covering for 
widening kit

2-piece ramps 2 aluminium planks, 
load bearing capacity 8000 kg / 
16000 kg only with HTK 18

Side walls divided, with centre 
stanchion

Illustrations may contain special equipment / products are subject to continuous technical modifi cations

Steel plate toolbox 3-meter equipment packet with 
loading skids and wooden bowls
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10000 SERIES

2 x 7-way connecting cables 
(ISO 1185 and ISO 3731)

Chamfered loading surface Folding supports at rear

MAN traction vehicle: 1 x 4-way 
and 1 x 7-way plug

Spare wheel holder as basket 
under the loading surface 

Spare wheel holder on the 
front wall 

Adjustable length drawbar

1 additional pair of lashing 
points recessed in platform fl oor, 
optionally also welded on

Reversible towing eye

1 pair of stanchion / lashing 
pockets
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Folding cantilever with 
ACC* coating

*acc (autOpHOrEtic cOatinG cHEmicalS)

This is a modern anti-corrosion protection for all steel parts and 

castings. In our case the loading skids of the 3-meter equipment 

packet (optional) and lashing points in the outer frame (bolted 

 version) are ACC coated. A high level of resistance to friction and 

mechanical infl uences is achieved through a preparatory spray 

and dip degreasing, followed by a non-electrical chemical plating 

 process. Furthermore a 100% inner coating and strong protective 

edging is given. This process is used by well-known manu facturers  

in the car industry.

Illustrations may contain special equipment / products are subject to continuous technical modifi cations

Removable corner stanchions

Widened ramps

Tilting mechanism 
(only in conjunction with 
hydraulic support foot)

Hydraulic support foot

Other accessories or special 
manufacture possible on request!

Frame galvanised 
(only possible in conjunction 
with wooden fl oor)
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S10000 Heavy Duty Trailers

H
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2550
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8050
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2550
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2550
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2550
2630

9660
2550
2630

7560
2550
2630

8560
2550
2630

9560
2550
2630

7760
2550
2565

8560
2550
2565

General
Removable beacon light                 
Stop cock for pressure line –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Anti-spray system l l l l l l l l l l l l l l l l l
Catch for side walls in folded-up state –– –– –– –– –– –– –– l l l l l l l l l l
Duomatic coupling l l l l l l l l l l l l l l l l l
Spring brake cylinder, replaces screw actuated parking brake l l l l l l l l l l l l l l l l l
Plastic toolbox on front wall/side wall l l l l l l l –– –– –– –– –– –– –– –– –– ––
Plastic toolbox under the loading surface –– –– –– –– –– –– –– l l l l l l l l l l
Night parking warning sign front and rear l l l l l l l l l l l l l l l l l
Steel plate toolbox under the loading surface –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Widening package –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Warning pack for special approval –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
White-red warning strips l l l l l l l l l l l l l l l l l
Lashing rings recessed in the platform floor l l l l l l l l l l l l l l l l l

Body
Aluminium sidewalls 400 mm high –– –– –– –– –– –– –– l l l l l l l l l l
Support frame on front wall l l l l l l l l l l l l l l l l l
Hold-up chains for side walls –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Drive-on ramps, painted                 
Drive-on ramps, galvanised                 
Platform floor track-reinforced l l l l l l l l l l l l l l l l l
Third plank additionally with gas pressure ramp actuator l l l l l l l –– –– –– –– –– –– –– –– –– ––
Omission of side (rear) walls –– –– –– –– –– –– –– l l l l l l l l l l
Rear corner stanchions, plug-in –– –– –– –– –– –– –– l l l l l l l l l l
Rubber floor covering for running surface –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Hardwood covering for loading ramp –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Hardwood covering for widening kit –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Wooden floor 27 mm phenolic resin coating        l l l l l l l l l l
Hydraulic ramp displacement –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Hydraulic support foot –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Hinged aluminium side collision protection –– –– –– –– –– –– –– l l l l l l l l l l
Climbing spars on the left and right on the ramps –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Recess for excavator bucket –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Galvanised frame        l l l l l l l l l l
Hydraulic ramp lifter up to 90 litres / min. –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Hydraulic ramp lifter over 90 litres / min. –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Wooden planks instead of open mesh on ranps –– –– –– –– –– –– –– l l l l l l l l l l
Split ramps                 
Steel wall attachment 400 mm –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––

MATRIX
10000 SERIES

The accessories for the tandem flatbed and  

tandem wheels-in trailers at a glance:

Weights, dimensions and colours are approximate, 

changes due to additional equipment are possible. 

Let your Humbaur dealer advise you.

Key:

l	 possible as an accessory

 –	 not possible

	standard equipment (a complete listing of the 

standard equipment can be found on the  

previous pages next to the particular model)

	 on request

Special orders on request!
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S10000 Heavy Duty Trailers

H
S 694020 B

S

H
S 695020 B

S

H
S 894020 B

S

H
S 895020 B

S

H
S 896020 B

S

H
S 105020 B

S

H
S 106020 B

S

H
B

T 895224 B
S*

H
B

T 896224 B
S*

H
B

T 105224 B
S*

H
B

T 106224 B
S*

H
B

T 107224 B
S*

H
B

T 115224 B
S*

H
B

T 116224 B
S*

H
B

T 117224 B
S*

H
B

TZ 105224 B
S*

H
B

TZ 106224 B
S*

L

W

H

6050
2550
3050

7050
2550
3050

6050
2550
3050

7050
2550
3050

8050
2550
3050

7050
2550
3050

8050
2550
3050

7530
2550
2615

8550
2550
2615

7550
2550
2630

8660
2550
2630

9660
2550
2630

7560
2550
2630

8560
2550
2630

9560
2550
2630

7760
2550
2565

8560
2550
2565

Steel wall attachment 500 mm –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Side walls divided, with centre stanchion –– –– –– –– –– –– –– l  l   l   l 
Steel front wall attachment, plug-fitting, 400 mm –– –– –– –– –– –– –– l l l l l l l l l l
Plug-fitting steel front wall –– –– –– –– –– –– –– l l l l l l l l l l
Plug-fitting aluminium front wall –– –– –– –– –– –– –– l l l l l l l l l l
Stacker bumper guard, side –– –– –– –– –– –– –– l l l l l l l l l l
One-piece loading ramp                 
Wear plate for platform: hardness 400 Brinell –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Draw tube in special length l l l l l l l l l l l l l l l l l
Forked drawbar 1800 mm long, offset 250 mm towing eye D50 –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Forked drawbar 1800 mm long, towing eye D50 / 8 ° tilted –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Forked drawbar 1800 mm long, offset 250 mm towing eye D40 –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Forked drawbar 1800 mm long, offset 250 mm, swivel eye –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Towing eye 50 mm conforming to DIN 74053-50 D l l l l l l l l l l l l l l l l l
Forked drawbar 1800 mm, VBG towing eye 57.5 mm –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
2 aluminium planks, load bearing capacity 8000 kg –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
2 folding supports, rear                 

Tyres
Spare wheel corresponding to standard tyres l l l l l l l l l l l l l l l l l
Spare wheel holder as basket under the loading surface 17.5 –– –– –– –– –– –– –– –– l –– l l –– l l –– l
Spare wheel holder on the front wall 17.5" l l l l l l l l l l l l l l l l l

Electrics
Lighting system 12 V, intermediate cable (DIN ISO 1724) l l l l l l l l l l l l l l l l l
MAN traction vehicle: 1 x 4-way and 1 x 7-way plug l l l l l l l l l l l l l l l l l
Socket, 7-way at rear l l l l l l l l l l l l l l l l l
Voltage converter from 24 V to 12 V l l l l l l l l l l l l l l l l l
Two 7-way connecting cables (ISO 1185 and ISO 3731) l l l l l l l l l l l l l l l l l

Paintwork / lettering
Special chassis paintwork according to RAL        l l l l l l l l l l

Load securing
Lashing lug conforming to DIN 75410 (recessed in outer frame section) l l l l l l l l l l l l l l l l l
Additional pair of lashing rings recessed in the platform floor l l l l l l l l l l l l l l l l l
1 pair of UVV lashing rings, 8000 kg tensile force –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
1 pair of HTD stanchion/lashing pockets in outer frame –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
1 lashing pocket centrally on HTD –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
1 pair of stanchions, galvanised –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––

MATRIX
10000 SERIES

(all specifications are approximate)
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S10000 Heavy Duty Trailers

H
B

TZ 107224 B
S*

H
B

TZ 115224 B
S*

H
B

TZ 116224 B
S*

H
B

TZ 136224 B
S*

H
B

TZ 137224 B
S*

H
B

TZ 196524 B
S*

H
B

TZ 197224 B
S*

H
B

T 895224 B
E

H
B

T 896224 B
E

H
B

T 105224 B
E 

H
B

T 106224 B
E

H
B

T 107224 B
E

H
TK

 654020

H
TK

 114522

H
TK

 894524

H
TK

 895024

H
TK

 895524

H
TK

 104524

L

W

H

9560
2550
2635

7560
2550
2635

8560
2550
2635

8500
2550
2350

9500
2550
2620

8730
2550
3960

9430
2550
3940

7080
2550
1355

8080
2550
1355

7080
2550
1375

8080
2550
1375

9080
2550
1375

5640
2170
1330

5390
2320
1360

6390
2550
1360

6890
2550
1360

7390
2550
1360

6390
2550
1360

General
Removable beacon light        l l l l l l l l l l l
Stop cock for pressure line –– –– –– –– ––   –– –– –– –– –– l l l l l l
Anti-spray system l l l l l l l l l l l l l l l l l l
Catch for side walls in folded-up state l l l l l l l l l l l l l l l l l l
Duomatic coupling l l l l l l l l l l l l l l l l l l
Spring brake cylinder, replaces screw actuated parking brake l l l l l   l l l l l l l l l l l
Plastic toolbox on front wall/side wall –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Plastic toolbox under the loading surface l l l l l l l l l l l l l l l l l l
Night parking warning sign front and rear l l l l l l l l l l l l l l l l l l
Steel plate toolbox under the loading surface –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Widening package –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Warning pack for special approval –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
White-red warning strips l l l l l l l l l l l l l l l l l l
Lashing rings recessed in the platform floor l l l l l l l l l l l l l l l l l l

Body
Aluminium sidewalls 400 mm high l l l l l –– –– l l l l l –– –– –– –– –– ––
Support frame on front wall l l l l l l l l l l l l l l l l l l
Hold-up chains for side walls –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Drive-on ramps, painted        –– –– –– –– –– l l l l l l
Drive-on ramps, galvanised        –– –– –– –– –– –– –– –– –– –– ––
Platform floor track-reinforced l l l l l l l –– –– –– –– –– l l l l l l
Third plank additionally with gas pressure ramp actuator –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Omission of side (rear) walls l l l l l l l l l l l l      
Rear corner stanchions, plug-in l l l l l l l l l l l l      
Rubber floor covering for running surface –– –– –– –– ––   –– –– –– –– –– –– –– –– –– –– ––
Hardwood covering for loading ramp –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
Hardwood covering for widening kit –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Wooden floor 27 mm phenolic resin coating l l l     l l l l l –– –– –– –– –– ––
Hydraulic ramp displacement –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
Hydraulic support foot –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
Hinged aluminium side collision protection l l l l l l l l l l l l      
Climbing spars on the left and right on the ramps –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
Recess for excavator bucket –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Galvanised frame l l l l l l l           
Hydraulic ramp lifter up to 90 litres / min. –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
Hydraulic ramp lifter over 90 litres / min. –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
Wooden planks instead of open mesh on ranps l l l l l l l –– –– –– –– –– –– –– –– –– –– ––
Split ramps        –– –– –– –– –– –– –– –– –– –– ––
Steel wall attachment 400 mm –– –– –– –– –– –– –– –– –– –– –– –– l l l l l l

MATRIX
10000 SERIES

The accessories for the tandem flatbed and  

tandem wheels-in trailers at a glance:

Weights, dimensions and colours are approximate, 

changes due to additional equipment are possible. 

Let your Humbaur dealer advise you.

Key:

l	 possible as an accessory

 –	 not possible

	standard equipment (a complete listing of the 

standard equipment can be found on the  

previous pages next to the particular model)

	 on request

Special orders on request!
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S10000 Heavy Duty Trailers

H
B

TZ 107224 B
S*

H
B

TZ 115224 B
S*

H
B

TZ 116224 B
S*

H
B

TZ 136224 B
S*

H
B

TZ 137224 B
S*

H
B

TZ 196524 B
S*

H
B

TZ 197224 B
S*

H
B
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E

H
B

T 896224 B
E

H
B

T 105224 B
E 

H
B

T 106224 B
E

H
B

T 107224 B
E

H
TK

 654020

H
TK

 114522

H
TK
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H
TK

 895024

H
TK

 895524

H
TK

 104524

L

W

H

9560
2550
2635

7560
2550
2635

8560
2550
2635

8500
2550
2350

9500
2550
2620

8730
2550
3960

9430
2550
3940

7080
2550
1355

8080
2550
1355

7080
2550
1375

8080
2550
1375

9080
2550
1375

5640
2170
1330

5390
2320
1360

6390
2550
1360

6890
2550
1360

7390
2550
1360

6390
2550
1360

Steel wall attachment 500 mm –– –– –– –– –– –– –– –– –– –– –– –– –– l l l l l
Side walls divided, with centre stanchion l l      l  l   –– –– –– –– –– ––
Steel front wall attachment, pluggable, 400 mm l l l l l l l l l l l l      
Plug-fitting steel front wall l l l l l l l l l l l l –– –– –– –– –– ––
Plug-fitting aluminium front wall l l l l l l l l l l l l –– –– –– –– –– ––
Stacker bumper guard, side l l l l l l l l l l l l –– –– –– –– –– ––
One-piece loading ramp              l l l l l
Wear plate for platform: hardness 400 Brinell –– –– –– –– –– –– –– –– –– –– –– –– l l l l l l
Draw tube in special length l l l l l l l l l l l l      
Forked drawbar 1800 mm long, offset 250 mm towing eye D50 –– –– –– –– –– –– –– –– –– –– –– ––      
Forked drawbar 1800 mm long, towing eye D50 / 8 ° tilted –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Forked drawbar 1800 mm long, offset 250 mm towing eye D40 –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Forked drawbar 1800 mm long, offset 250 mm, swivel eye –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
Towing eye 50 mm conforming to DIN 74053-50 D l l l l l l l l l l l l –– –– –– –– –– ––
Forked drawbar 1800 mm, VBG towing eye 57.5 mm –– –– –– –– –– –– –– –– –– –– –– ––  l l l l l
2 aluminium planks, load bearing capacity 8000 kg –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
2 folding supports, rear             l l l l l l

Tyres
Spare wheel corresponding to standard tyres l l l l l l l l l l l l l l l l l l
Spare wheel holder as basket under the loading surface 17.5 –– l l l l l l –– l –– l l –– l l l l l
Spare wheel holder on the front wall 17.5" l l l l l l l l l l l l l l l l l l

Electrics
Lighting system 12 V, intermediate cable (DIN ISO 1724) l l l l l l l l l l l l l l l l l l
MAN traction vehicle: 1 x 4-way and 1 x 7-way plug l l l l l l l l l l l l l l l l l l
Socket, 7-way at rear l l l l l l l l l l l l l l l l l l
Voltage converter from 24 V to 12 V l l l l l l l l l l l l l l l l l l
Two 7-way connecting cables (ISO 1185 and ISO 3731) l l l l l l l l l l l l l l l l l l

Paintwork / lettering
Special chassis paintwork according to RAL l l l l l l l l l l l l l l l l l l

Load securing
Lashing lug conf. to DIN 75410 (recessed in outer frame section)             –– –– –– –– –– ––
Additional pair of lashing rings recessed in the platform floor l l l l l l l l l l l l l l l l l l
1 pair of UVV lashing rings, 8000 kg tensile force –– –– –– –– –– l l –– –– –– –– –– –– –– –– –– –– ––
1 pair of HTD stanchion/lashing pockets in outer frame –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
1 lashing pocket centrally on HTD –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––
1 pair of stanchions, galvanised –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– –– ––

MATRIX
10000 SERIES

(all specifications are approximate)



4646

     S10000 Heavy Duty Trailers
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6890
2550
1360

7390
2550
1360

6390
2550
1360

6890
2550
1360

7390
2550
1360

6890
2550
1570

7390
2550
1570

6830
2550
1670

10950

2520
3650

10950

2540
3650

10950

2540
3650

12000

2530
3700

General
Anti-spray system l l l l l l l l l l l l
Stop cock for pressure line l l l l l l l l –– –– –– ––
Removable beacon light –– –– –– –– –– –– –– –– l l l l
Catch for side walls in folded-up state l l l l l l l l –– –– –– ––
Duomatic coupling l l l l l l l l l l l l
Lighting system 12 V, intermediate cable (DIN ISO 1724) l l l l l l l l l l l l
Plastic toolbox on front wall –– –– –– –– –– –– –– –– –– –– –– ––
Plastic toolbox under the loading surface l l l l l l l l l l l l
Night parking warning sign front and rear l l l l l l l l l l l l
Steel plate toolbox under the loading surface –– –– –– –– –– –– –– –– l l l l
Widening package –– –– –– –– –– –– –– –– l l l l
Warning pack for special approval –– –– –– –– –– –– –– –– l l l l
White-red warning strips l l l l l l l l –– –– –– ––
Lashing rings recessed in the platform floor l l l l l l l l l l l l

Body
Aluminium sidewalls 400 mm high –– –– –– –– –– –– –– –– –– –– –– ––
Support frame on front wall l l l l l l l l –– –– –– ––
Drive-on ramps, painted –– –– –– –– –– –– –– –– l l l l
Hold-up chains for side walls l l l l l l l l –– –– –– ––
Drive-on ramps, galvanised –– –– –– –– –– –– –– ––    
Platform floor track-reinforced l l l l l l l –– –– –– –– ––
Third plank additionally with gas pressure ramp actuator –– –– –– –– –– –– –– –– –– –– –– ––
Omission of side (rear) walls         –– –– –– ––
Rear corner stanchions, plug-in         –– –– –– ––
Rubber floor covering for running surface –– –– –– –– –– –– –– –– l l l l
Hardwood covering for loading ramp –– –– –– –– –– –– –– –– l l l l
Hardwood covering for widening kit –– –– –– –– –– –– –– –– l l l l
Wooden floor 27 mm phenolic resin coating –– –– –– –– –– –– –– –– –– –– –– ––
Hydraulic ramp displacement –– –– –– –– –– –– –– –– l l l l
Hydraulic support foot –– –– –– –– –– –– –– –– l l l l
Hinged aluminium side collision protection            
Climbing spars on the left and right on the ramps –– –– –– –– –– –– –– –– l l l l
Recess for excavator bucket –– –– –– –– –– –– –– –– l l l l
Galvanised frame         l l l l
Hydraulic ramp lifter up to 90 litres / min. –– –– –– –– –– –– –– –– l l l l
Hydraulic ramp lifter over 90 litres / min. –– –– –– –– –– –– –– –– l l l l
Wooden planks instead of open mesh on ranps –– –– –– –– –– –– –– –– –– –– –– ––
Split ramps –– –– –– –– –– –– –– –– l l l l
Steel upper side walls, 400 mm, removable, tiltable l l l l l l l –– –– –– –– ––

MATRIX
10000 SERIES

The accessories for the tandem flatbed and  

tandem wheels-in trailers at a glance:

Weights, dimensions and colours are approximate, 

changes due to additional equipment are possible. 

Let your Humbaur dealer advise you.

Key:

l	 possible as an accessory

 –	 not possible

	standard equipment (a complete listing of the 

standard equipment can be found on the  

previous pages next to the particular model)

	 on request

Special orders on request!
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Steel upper side walls, 500 mm, removable, tiltable l l l l l l l l –– –– –– ––
Side walls divided, with centre stanchion –– –– –– –– –– –– –– –– –– –– –– ––
Steel front wall attachment, plug-fitting, 400 mm         –– –– –– ––
Plug-fitting steel front wall –– –– –– –– –– –– –– –– –– –– –– ––
Plug-fitting aluminium front wall –– –– –– –– –– –– –– –– –– –– –– ––
Stacker bumper guard, side –– –– –– –– –– –– –– –– –– –– –– ––
Wear plate for platform: hardness 400 Brinell l l l l l l l l –– –– –– ––
One-piece loading ramp l l l l l l l l    
Extension of free draw tube length to 2100 mm        –– –– –– –– ––
Draw tube in special length        –– –– –– –– ––
Forked drawbar 1800 mm long, offset 250 mm towing eye D50 –– –– –– –– –– –– –– –– l l l l
Forked drawbar 1800 mm long, towing eye D50 / 8 ° tilted –– –– –– –– –– –– –– –– l l l l
Forked drawbar 1800 mm long, offset 250 mm towing eye D40 –– –– –– –– –– –– –– –– l l l l
Forked drawbar 1800 mm long, offset 250 mm, swivel eye –– –– –– –– –– –– –– –– l l l l
Towing eye 50 mm conforming to DIN 75053-50 D l l l l l l l  –– –– –– ––
Forked drawbar 1800 mm, VBG towing eye 57.5 mm –– –– –– –– –– –– –– –– l l l l
2 folding supports, rear l l l l l l l l    
2 alu planks, load bearing capacity 8000 kg / *16000 kg (HTK18) l l l l l l l l* –– –– –– ––

Tyres
Spare wheel corresponding to standard tyres l l l l l l l l l l l l
Spare wheel holder as basket under the loading surface 17.5" l l l l l l l –– l l l l
Spare wheel holder on the front wall 17.5" l l l l l l l –– –– –– –– ––

Electrics
MAN traction vehicle: 1 x 4-way and 1 x 7-way plug l l l l l l l l l l l l
Socket, 7-way at rear l l l l l l l l l l l l
Voltage converter from 24 V to 12 V l l l l l l l l l l l l
Two 7-way connecting cables (ISO 1185 and ISO 3731) l l l l l l l l l l l l

Paintwork / lettering
Special chassis paintwork according to RAL l l l l l l l l l l l l

Load securing
Lushing lug conforming to DIN 75410 (recessed in outer frame section) –– –– –– –– –– –– –– –– –– –– –– ––
Additional pair of lashing points recessed in the platform floor l l l l l l l l –– –– –– ––
1 pair of UVV lashing rings, 8000 kg tensile force –– –– –– –– –– –– –– –– l l l l
1 pair of HTD stanchion/lashing pockets in outer frame –– –– –– –– –– –– –– –– l l l l
1 lashing pocket centrally on HTD –– –– –– –– –– –– –– –– l l l l
1 pair of stanchions, galvanised –– –– –– –– –– –– –– –– l l l l

(all specifications are approximate)
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Safety note! The trailer may only be used with the express adherence to 
all road traffi c, professional association and load securing regulations. We 
assume no responsibility for printing or other errors or omissions. Subject 

to change without notice. Printed in Germany. 
Reproduction prohibited 04/10.
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